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April 15, 2015 

Mr. Garry M. Brown 
Senior Counsel 
Gresham Savage Nolan & Tilden, PC 
550 East Hospitality Lane, Suite 300  
San Bernardino, CA 92408‐4205 

SUBJECT:  SUMMARY OF WELL  LOCATION ACTIVITIES AT  PROPOSED WALMART  RETAIL  STORE 
#5970‐01 PROPERTY LOCATED AT 4000 N. ARDEN DRIVE IN EL MONTE, CALIFORNIA 

Dear Mr. Brown: 

At  the  request  of Wal‐Mart,  Tait  Environmental  Services,  Inc.  (TAIT)  conducted  activities  needed  to 
locate monitoring wells MW‐4 and MW‐5 at  the proposed Walmart  retail  store #5970‐01 property at 
4000 Arden Avenue in El Monte, California (the “Site”).  

BACKGROUND 

Two monitoring wells, MW‐4 and MW‐5, are  reported  to have been  located  in  the  southeastern and 
southwestern portions of the Site, respectively. These wells were installed during previous investigations 
by Hydro‐Fluent,  Inc.  in 1989. As part of the research conducted during  its Phase I Environmental Site 
Assessment  (ESA)  report  for  the  Site  dated  March  27,  2012,  TAIT  did  not  identify  documentation 
regarding the abandonment of these wells or copies of well logs. 

During its Site reconnaissance for the Phase I ESA, conducted on January 12, 2012, TAIT observed what 
appeared to be an uncapped groundwater monitoring well in the southeastern portion of the Site. The 
well was  located  in the area of groundwater monitoring well MW‐4, and thus was assumed to be well 
MW‐4. The well was constructed of 4‐inch diameter polyvinyl chloride (PVC) casing, which appeared to 
be  intact, as observed  from  the surface. The well casing was  located within an 8‐inch diameter metal 
well box without a cover. On April 13, 2012, TAIT gauged the depth of the well using a water level meter. 
At that time, the well was open to 71 feet below the top of the casing, where moisture was detected. 
The bottom of the well felt soft, which most likely indicated the presence of dirt/mud at the bottom. A 
slight  obstruction was  detected  inside  the well  casing  at  65  feet  below  the  top  of  the  casing. After 
gauging the well, TAIT placed a cap on the well. 

On April 13, 2012, TAIT searched the area of well MW‐5, but did not observe evidence of well MW‐5. 

On  January  9,  2014,  TAIT  was  on  Site  with  a  representative  of  the  Responsible  Party’s  consultant 
(Geosyntec Consultants)  to observe their attempt  to  locate the  two groundwater monitoring wells. At 
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that  time, neither well was visible at  the  surface. Attempts were made  to  locate  the wells using GPS 
coordinates with a hand‐held GPS and hand digging. The well casings were not located. 

On February 6, 2015, TAIT was on Site with a representative of the Los Angeles Regional Water Quality 
Control Board to verify the locations of the groundwater monitoring wells. Evidence of the well casings 
was not visible at the surface, and the wells could not be located. 

WELL LOCATION 

On March 30, 2015, a TAIT geologist returned to the Site to locate the buried monitoring wells using an 
excavator. After measuring the approximate well locations, TAIT directed the excavator to carefully dig 
to uncover the well casings. Well MW‐4 was found outside of the fenced area, off Valley Circle, near the 
southeast side of the Site. The casing was buried approximately one foot below the surrounding grade, 
and was  in  similar  condition  to when  it was  last observed  in 2012. The well  is  constructed of 4‐inch 
diameter PVC casing  located within an 8‐inch diameter metal well box. The well box does not have a 
cover and  soil was present  in  the well box  to  the  top of  the PVC well casing. The cap  that had been 
placed on the well in 2012 was still in place. TAIT placed an approximately 18‐inch long PVC riser on the 
well casing, raising the top of the casing above the surrounding grade, and placed the cap back on the 
well. Photographs of the uncovered well are included in Attachment A. 

Monitoring well MW‐5 was  located  beneath  approximately  two  feet  of  fill.  The metal well  box was 
found  largely  intact. However, the threaded well box  lid was stripped and the well box could be pried 
open by hand. A well cap was present on the PVC well casing inside the well box.  

WELL EVALUATION 

On March 30, 2015, TAIT gauged each well using a water  level meter. Monitoring well MW‐4 did not 
have any measurable water. The bottom of the well felt soft, which most likely indicates the presence of 
dirt/mud at the bottom. Water was detected in monitoring well MW‐5. 

On April 2, 2015, a representative of Geosyntec visited the Site to gauge the water levels and measure 
the total wells depths. Geosyntec reported that the total depth of well MW‐4 was measured to be three 
feet shallower than the total well depth as shown on the well completion log. Geosyntec concluded that 
based on observed surface conditions of the well, sediment may have fallen  into the well, rendering  it 
unusable.  Geosyntec  recommended  that  well MW‐4  be  properly  destroyed  in  accordance  with  the 
California Department of Water Resources Water Well Standards. 

Geosyntec measured the total depth of well MW‐5 to be consistent with the well log (total depth of 85 
feet), and noted that the well contained 1.65 feet of water. Geosyntec concluded that well MW‐5 can 
still be used as a groundwater monitoring well. However, repairs are needed in order to restore the well 
to  a  water‐tight  condition.  Based  on  their  observations,  Geosyntec  recommended  that  well MW‐5 
should be preserved in such a way as to minimize ponding of water in close proximity to the well head, 
and that the well vault and well cap should be replaced.   
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Tait has been directed by Walmart  to properly destroy well MW‐4  in accordance with California Well 
Standards (Bulletin 74‐90), and to raise well MW‐5 to grade in order to protect the well for future use. 
Tait has been informed that future maintenance activities with respect to well MW‐5 will be undertaken 
by  contractors  for  the  El Monte Operable Unit  Eastside  Performing  Settling Defendants,  the  current 
responsible parties for well monitoring/maintenance at the site. 

Should you have any questions, please do not hesitate to contact me at 714‐560‐8688 or via e‐mail at 
ahillyard@tait.com. 

Sincerely, 

Ann M. Hillyard, PG, CHMM 
Senior Project Manager 

Attachment: 
A – Photographs 



Uncovered well MW-4
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Well MW-4

Well MW-4 with riser
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Well MW-5

Well MW-5
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