


d)

h)

final map shall contain an investigation of each lot within the proposed
development.

A Hydrology Study Report, based on a 50-year frequency design storm for
Capitol Facilities and a 25-year frequency design storm for all other instances as
dictated by the LA County DPW 2006 Hydrology Manual, must be submitted to
the Engineering Division. The study must provide hydraulic calculations based on
the given area and the ability of the proposed/existing storm drain infrastructure
to receive and support the allotted drainage runoff. Drainage calculations shall
adhere to City of EI Monte standards, NPDES, and environmental regulations
and requirements.

Historical drainage patterns from adjacent lands to the property shall be identified
and maintained. The Project shall accept and include in the drainage design any
current drainage from adjacent land.

Trash Enclosures must comply with Planning Department requirements, have a
solid cover, and be designed to contain fluids from the temporarily stored solid
wastes, and fitted with a drain that connects to the Sewer.

Comply with all Federal, State, and local agency requirements pertaining fo the
Clean Water Act, which established regulations, set forth in the Countywide
National Pollutant Discharge Elimination System (NPDES) Permit.

The Storm Water Pollution Prevention Plan (SWPPP) is a document that
addresses water pollution control for a construction project. The Construction
General Permit (CGP) requires that all stormwater discharges associated with
construction activity, where said activity results in soil disturbance of one acre or
more of land area, must be permitted under the CGP and have a fully developed
site SWPPP on-site prior to beginning any soil disturbing activities. The CGP
requires the development of a project-specific SWPPP. The SWPPP must
include the information needed to demonstrate compliance with all the
requirements of the CGP. The SWPPP document must be written by a Qualified
SWPPP Developer (QSD). The City requires that a Water Pollution Control
Manager (WPC Manager) be responsible for the implementation of a SWPPP.
The WPC Manager must have the same qualifications as a QSD. For further
details pertaining to the State of California’s requirement, please visit the
following website:
https://smarts.waterboards.ca.gov/smarts/faces/SwSmartsLogin.jsp

A Waste Discharge ldentification Number (WDID#) must be obtained prior to
commencing any work.

Low Impact Development (LID) is a requirement of the NPDES Permit No.
CAS004001, Order No. ORDER NO. R4-2012-0175 and City of El Monte
Ordinance No. 2840 This permit was issued by the State of California Regional
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Water Quality Control Board, Los Angeles Region on December 28, 2012 and
the City Ordinance was passed and adopted June 10, 2014 The LID is a
narrative report that explains the type of development and drainage of the site. It
must address the post-construction water quality and habitat impact issues.
Once the site has been developed, how will runoff be maintained? Was there a
system that was designed to treat the runoff prior to discharging into the public
system? Best Management Practices (BMPs) should be implemented to address
storm water pollution and peak flow discharge impacts. All BMPs must be sized
to meet specified water quality design and/or peak flow discharge criteria.
i. Filtration and infiltration methods must be used to defray a large
percentage of the storm water runoff into the storm drain system, or
ii. Comply with requirements for Non-Designated Project (See County of Los
Angeles Public Works Department Low Impact Development Standards
Manual — February 2014) )

54. Sewer

j) Project Applicant / Civil Engineer shall show the location of the sewer mainiine,
nearest manholes, lateral serving the project and configuration of the onsite
sewer including diameter and material of the onsite sewer.

i. Sewer Capacity/Area Study per Los Angeles County Sanitation District
standards and City guidelines (Obtain approval from City Engineer on
requirements for study) will be required to ensure the existing sewer
system has sufficient capacity for the proposed development.

ii. Sewer cleanouts must be positioned at 100-foot intervals on the lateral
coming off the main sewer line and at propenty line.

ii. Project Applicant must obtain Will Serve Letter from County Sanitations
District of Los Angeles County in customary form prior to issuance of a
grading permit for the Project.

k) As-built drawings (electronic copy) of the newly constructed storm drain / sewer
service lateral / sewer mainline shall be submitted to the City prior to being
issued a Certificate of Occupancy. (For City-owned/maintained storm drain/sewer
services).

55.Water

a) It is the Project Applicants’ responsibility to contact the Water Purveyor (San
Gabriel Valley Water Company) to obtain approval of service and that the
purveyor has adequate water to provide such service. A Will Serve letter from
San Gabriel Valley Water Company will be required.

b) Provide acceptable analysis to verify sufficient water pressure and flow for:

i. General conditions
ii. During MID (maximum instantaneous demand) conditions
iii. During fire flow and MID conditions
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c)

d)

The water supply system serving the development shall be adequately sized to
accommodate the total required domestic water and fire flows, in compliance with
the San Gabriel Valley Water Company and Los Angeles County Fire
Department requirements.

i. Project Applicant / Civil Engineer shall submit water system improvement
plans and calculations for the development to the City for review and
approval; or

ii. Project Applicant / Civil Engineer shall submit copy of all water system
improvement plans and calculations required and approved by San
Gabriel Valley Water Company for coordination and verification.

All existing water services no longer required as part of the Project shall be
abandoned at the mainline.

Relocate existing water meter out of existing drive approaches.
As-built drawings (electronic copy) of the newly constructed water service

lateral/water mainline shall be submitted to the City prior to being issued a
Certificate of Occupancy. (For City-owned/maintained water services)

56. Overhead Utilities

a)

b)

Project Applicant shall underground any existing overhead utilities that are to
serve the property in accordance with EMMC Chapter 16.28.110. The final scope
and design of the undergrounding of these overhead facilities is subject to SCE
and other relevant utility provider approval.

Any utility poles conflicting with the proposed improvements shall be relocated at
the expense of the Project Applicant.

57.Parking Lot and Driveways

a)

b)

All parking lots and driveways shall be surfaced with asphaltic concrete to a
minimum thickness of three (3) inches over a minimum aggregate base of six (6)
inches or surfaced with Portland Cement concrete with a minimum thickness of
five (5) inches over a three (3) inch aggregate base. After review of the probable
vehicular traffic and the soils report for the project, additional material may be
required at the discretion of the City Engineer (EMMC 17.08.030) and/or in
accordance with recommendations of the Geotechnical Engineer.

All drive approaches shall be ADA compliant. Insufficient width in the parkway
will require Project Applicant to dedicate an easement at each drive approach to
the City to accommodate a compliant drive approach.
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58. Street and Traffic

a)

b)

d)

g)

h)

i)

All Streets fronting property shall be improved to meet current General Plan
requirements for Right of Way and Roadway. Use Geotechnical Engineer's
Report and APWA standard plans and specifications for roadway improvements.
Prepare offsite improvement plans as necessary and provide an engineer’s
estimate for all public improvements. All offsite improvements shall be in
complete compliance with the Americans with Disabilities Act (ADA).

Traffic control plans must be signed by a licensed State of California Traffic
Engineer and submitted for review and approval prior to issuance of
encroachments for work in the public right-of-way.

Streets that have been paved or repaved within the previous 5-years are subject
to City Ordinance No. 2873 which states: Streets fronting the proposed project
have been repaved within the past 5-years and subject to City Ordinance No.
2873 and will require grind and overlay for one-half of street for all pavement cuts
on project side of street only and full street grind and overlay for pavement cuts
that cross street centerline/striped centerline in accordance with City guidelines
and requirements along entire project frontage for the following streets:

Public improvements will be generated on the basis of the approved site plan.
P.C.C. pavement and asphalt-concrete (A.C.) thicknesses and strengths will be
determined by the Registered Civil Engineer (project engineer of record)
preparing the street plans and utility improvement plans.

Repair, remove, and replace deficient and/or damaged sidewalk and standard
curb & gutter adjacent to the development at the direction of the City
Engineer/City Inspector. Use APWA standard plans and specifications

Remove all existing improvements no longer intended for use (drive approaches,
under sidewalk drains, meter boxes, etc.) and replace with new sidewalk and full
height curb and gutter as required. Use APWA standard plans and
specifications.

Project Applicant shall remove all existing curb paint and replace in kind on all
curbs fronting the proposed development.

Parkway trees shall be installed by the Project Applicant within the street public
right-of-way segments per the City of El Monte Tree Ordinance in the quantities
and locations as directed by the City of El Monte Public Works Department.

A focused traffic study shall be prepared by a Registered Traffic Engineer and
submitted to the Public Works Department for review and approval. The study
shall focus on onsite and offsite circulation including but not limited to access
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Attachment No. 3- Time Extension Request Letter

10334 Garvey Avenue
EA No. 01-23 for DR No. 01-21
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